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System MIR

Rolling ring for concrete pipes

Reliable connection guaranteed in compliance with DIN EN 1916 and DIN V 1201
Meets the requirements of DIN EN 681-1




The M.0O.L. concrete pipe system MTR is a rolling ring seal for concre-
te and reinforced concrete pipes. It is mounted to the tip end of the
pipe and guarantees a safe, functional connection according to DIN
EN 1916 and DIN V 1201. The MTR seal also meets the requirements
as per DIN EN 681-1.

Material: The seal is made of SBR (styrene-butadiene rubber)
which is ideal for use in the waste water sector and corresponds

Creating pipework: Pull the MTR seal over the cleaned tip end of
the pipe and position right at the start as depicted. The tension of
the seal can be compensated for by means of selective lifting and
releasing.

Notice on pipe laying: Apply lubricant (e.g. from M.O.L) to the
surface of the sleeve when installing the pipe. Centre the tip end in
the bell and pull the pipes together.

to standard DIN EN 681-1 WC. The MITR seal is tested and quality
controlled by Benor Belgium and Kiwa Netherlands.

The MTR seal is tested and inspected for quality by Benor Bel-
gium and KIWA Netherlands.

75340 10 0,4 40
75341 12 0,5 40
75342 13,5 #0,5 40
75343 14 0,5 40
75344 16,5 0,5 40
75345 18,5 0,7 40
75346 20 +0,7 40
75347 22 0,7 50
75348 24 0,7 50
75350 26 0,8 50

Other profiles upon request (all dimensions in mm).

With regard to the material properties given in the tables and diagrams we only guarantee the figures required by the relevant standards. Our product information is supplied to the best of our knowledge.
However, we do not accept any legal liability for the contents. Our General Terms and Conditions of Sale are available online at www.mol-elastomer.de.
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M.O.L. Gummiverarbeitung GmbH & Co. KG

Gutenbergstrale 12-14 - 49377 Vechta -
Fax: +49 44417152 - info@mol-elastomer.de -

Germany - Phone: +49 4441 9245-0
www.mol-elastomer.de




